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UFH-MDSS
Roestvrij stalen verdeler 

Voordelen

 Regelbare debietmeters

 Verstelbare beugels in composiet

 Inclusief ontluchter, aflaat- en vulkraan

 1” wartelmoer verbinding

 Geïntegreerde motoriseerbare ventielen

 Compacte opbouw

1. Aansluiting G1” met vlakke dichting

2. Debietmeter

3. Sleutel

4. Retourventiel M30x1,5

5. Ontluchter

6. Vulkraan

7. Aanpasbare beugel

8. Euroconus aansluiting M3/4”

9. Digitale thermometer (op aanvraag)

Accessoire

Kogelkraan met vlakke 

dichting, vernikkeld  

Samenstelling

Inbouwmaten (mm)

Kringen Breedte Hoogte Diepte 
2 225 364 76 
3 285  364 76 
4 345 364 76  
5 405  364 76 
6  465  364 76 
7  525  364 76 
8  585  364 76 
9  645  364 76 
10  705  364 76 
11 765  364 76 
12  825  364 76 
13 885  364 76 
14 945  364 76 
15 1005  364 76 



5. Technical information

3. Euroconus connection

2. Adjustable Bracket

4. Making a connection

4.1 Cut & Calibrate

1” COMPOSITE MANIFOLD

1. Composition

200mm - 240mm

25mm

25mm

19P 19PK 19SK EK

4.2 Connect
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The manifold is supplied with following components: 
1. 1” female threaded inlet; 
2. flowmeters on supply manifold, with Max 5 l/min flow 

rate; 
3. Key for flowmeters; 
4. lockshields c/w plastic cap on return manifold, for 

thermo-actuator; 
5. manual air bleed valve (automatic version upon request); 
6. fill/drain valve c/w safety cap; 
7. couple of adjustable brackets; 
8. Pipe connectors M¾” Euroconus or quick tube fittings 

connectors; 
9. temperature digital gauge (upon request). 

Fluids accepted = water / glycol solutions 
% glycol max = 50% 
Working temperature = 5 ÷ 55 °C 
Working pressure = 0 ÷ 6 bar 
Max pressure = 10 bar 
Burst pressure at room temperature > 22 bar 
Burst pressure at 50 °C > 15 bar 

 
Distance between each port = 50 mm. 
Adjustable brackets 210-273 mm. 
Box depth > 76 mm. 

 
The materials used to manufacture the manifold are: 
• AISI; 
• PPS; 
• PA6,6 / PA6,6 GF30; 
• PA12 / PA12 GF30; 
• POM; 
• PP; 
• Grivory; 
• peroxidic EPDM. 
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4. TECHNICAL SPECS. 3. COMPONENTS 
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2. MATERIALS 

Before starting to use the products, please read this 
handbook. 

1. PRELIMINARY 

1” STAINLESS STEEL MANIFOLD 
FOR UNDERFLOOR HEATING 

- USE HANDBOOK - 
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Verstelbare beugelEuroconus connectie

Accessoire

Technische informatie

Algemene eigenschappen

Vloeistoffen Water / glycol oplossing

Max. % glycol 45%

Werkingstemperatuur 5 - 55°C

Werkdruk 0 - 6 bar

Max. testdruk met water (24h < 30°C) 10 bar

Technische eigenschappen

Barstdruk bij kamertemperatuur > 22 bar

Barstdruk bij 50 °C > 15 bar

Afstand tussen elke kring  50 mm

Aanpasbare beugels 210 - 273 mm

Box diepte > 76 mm

Afwijkingspercentage +15%

Aanvoer (debietmeters)

Debiet 0-5 l/min

Max. torque om het debiet aan te passen 
(gebruik a.u.b. de juiste sleutel)

1 N*m

UFH-B0605-VN

(aansluiting 3/4” x 1”)

UFH-BM0606-VN

(aansluiting 1” x 1”)

UFH-MDSS
Roestvrij stalen verdeler 


